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Deako Simple Motion Switch

Deako
Simple Motion 
Switch
Occupancy motion sensor light switch, pir infrared motion 

activated wall switch

This sensor is a simple way to save energy and add easy automation to any room of your home, turning lights on when you enter the room and off 

at after a set amount of time. You can install one sensor in the laundry room and one in the bathroom for total convenience and energy savings. 

The sensor works with any bulb type, including CFL and LED.

Features

● Automatically turn the lights on when you enter the room and 

off when you leave

● In Occupancy mode, the light will turn on automatically when 

you enter the room; the light will then turn off automatically 

after no motion is detected for a set amount of time (5 or 20 

minutes)

● In Vacancy mode, the light is turned on manually (by pressing 

the switch) but turns off automatically after no motion is 

detected for a set amount of time (5 or 20 minutes)

● The light can be turned on or off manually by pressing the main 

button on the switch

● The switch has two automatic timer settings: 5 and 20 minutes

● Single-pole only; great for small rooms like kitchens, laundry 

rooms and closets

● California Title 24 compliant

Applications

● Pull your car into a lit garage

● Enter any room without fumbling with lights, like the pantry 

when your arms are full of groceries

● Leave the house with confidence knowing the kids' lights are 

off

● Ditch the frustration of coming home to the bathroom fan still 

on

● Move through a well-lit home without touching a light switch

● Reduce energy consumption with simple automation
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Specifications Also Available in the Deako Switch Family

● Simple Ceiling Fan Controller

● Simple Dimmer

● Smart Switch

● Smart Dimmer

● Smart Scene Controller Switch

● Smart Scene Controller Dimmer

● Smart Plug

Dimensions (H x W x D) 1.77" x 1.70" x 2.80"

Weight 2.6 oz

Compatibility Single pole circuits

Deako Faceplate DS-FP series

Deako Backplate DS-BP series

Neutral wire required

Supported Currents & Load Types Incandescent / halogen / electronic low 

voltage / magnetic low voltage 800W

LED/ELV 600W

Regulatory Approvals cULus Listed (UL773A)

Environment Indoor use only

Operating temperature range 0°C to 40°C (32°F to 104°F)

Color White

Warranty 1-year

Vertical Markets Residential

Multiple dwellings

Hospitality / lodging


